.

' Trench Detail B-3

Longitudinal Encroachments. For Utilities and Culverts Only
Grind 0.15 ft or as directed by the State Representative. Contact the State

Or lane line

[ Replace existing striping

/ paverment markings.

Existing strugtural |
section
v

Varies

Match existing structural section.

Representative to obtain direction on the type of asphalt to be used for the overlay.
Existing asphalt thickness or as directed by the State Representative.

I

$2* Minimum Cover depth

Qutside

),

See Policy on High and Low Risk

Underground Facilities and Encroachment

Permit Utility Provisions.

* Culverts and drainage systems = 2 ft minitoum, or 6 inches when using CLSM or
Sharry Cement Backfill and line diameters are less than 42 inches, and 1 ft when

line diameters are over 42 inches.

Other utilities = Width required to accommodate shoring & compaction.

Notes: 1.

Diameter

jetting is NOT ALLOWED.

4
L,

6in
Grind and replace to lip of
gutter/curb/edge of pavement,
N

__ Dependent on material used for
|  Structure Backfill. Discuss with
State Representative.

Structure Backfill, Sec 19-3 or
[~ Controlled Low Strength Material
(CLSM). Mix design and test results for-
CLSM must be submitted to the State
Representative for review. Approval to
use CLSM must be obtained from the
State Representative prior to use.

ﬁ? Obtain CLSM requirements from the

State Representative.

High & Low Risk Facilities = 42 inches

Culverts = 24 incheg

Exempt Facilities = 36 inches
Service connections = 30 inches

Compaction to be at 95% relative compaction, subject to testing. Ponding and

2. Al trench shoring subject to section 1541 Construction Safety Orders of the
California Division of Occupational Safety and Health. Shoring plans are to be
submitted for review and approval to the state representative before starting
excavation. A minimum of three weeks required for review.

(Rev 8/14/07)




